
ขอ้มูลจาํเพาะของฮารด์แวร์

TS-262-4G (ผลิตภัณฑ์รุน่เก่า )

CPU Intel® Celeron® N4505 2-core/2-thread processor, burst up to 2.9 GHz

CPU Architecture 64-bit x86

Graphic Processors Intel® UHD Graphics

Floating Point Unit ใช่

Encryption Engine ใช ่(AES-NI)

Hardware-accelerated
Transcoding

ใช่

System Memory 4 GB RAM

Since 2024/01

Maximum Memory 16 GB (2 x 8GB)

Memory Slot 2 x SODIMM DDR4

Flash Memory 4GB (Dual boot OS protection)

Drive Bay 2 x 3.5-inch SATA 6Gb/s

The system is shipped without HDD.
For the HDD compatibility list, please visit https://www.qnap.com/compatibility/

Drive Compatibility 3.5-inch SATA hard disk drives
2.5-inch SATA solid state drives

Hot-swappable ใช ่(Not supported M.2 SSD)

M.2 Slot 2 x M.2 2280 PCIe Gen 3 x1

If a heatsink is to be installed, it is recommended that the top heatsink dimensions be
less than 68 x 20 x 10 mm (L x W x H)

SSD Cache Acceleration
Support

ใช่

2.5 Gigabit Ethernet Port
(2.5G/1G/100M)

1 (2.5G/1G/100M/10M)

https://www.qnap.com/th-th
https://www.qnap.com/compatibility/


5 Gigabit Ethernet Port
(5G/2.5G/1G/100M)

Optional via PCIe expansion card

10 Gigabit Ethernet Port Optional via PCIe expansion card

Wake on LAN (WOL) ใช่

Jumbo Frame ใช่

PCIe Slot 1
Slot 1: PCIe Gen 3 x2

Card dimensions for PCIe slot：190 x 68.9x 18.76 mm / 7.48 x 2.71 x 0.74 inches.

USB 2.0 port 2

USB 3.2 Gen 2 (10Gbps)
Port

2 x Type-A

IR Sensor ใช ่(Optional QNAP RM-IR004 remote control)

HDMI™ Output 1, HDMI™ 2.1 (up to 4096 x 2160 @ 60Hz)

Form Factor Tower

LED Indicators Power/Status, LAN, USB, HDD1-2

Buttons Power, USB copy, Reset

Dimensions (HxWxD) 165 × 105 × 226.5 mm

Dimensions do not include foot pad (foot pad may be up to 30mm / 1.18 inches high
depending on model)

Weight (Net) 2.61 kg

Weight (Gross) 2.61 kg

Operating Temperature 0 - 40 °C (32°F - 104°F)

Storage Temperature -20 - 70°C (-4°F - 158°F)

Relative Humidity 5-95% RH non-condensing, wet bulb: 27˚C (80.6˚F)

Power Supply Unit 65W adapter, 100-240V

Power Consumption: Disk
Standby Mode

8.198 W

Power Consumption:
Operating Mode, Typical

12.448 W

Tested with drives fully populated.

Fan 1 x 70mm, 12VDC

System Warning Buzzer

Kensington Security Slot ใช่

Standard Warranty 2 ปk



Max. Number of
Concurrent Connections
(CIFS) - with Max. Memory

1500

หมายเหต:ุ กรุณาใชเ้ฉพาะโมดลูหน่วยความจาํ QNAP เพืrอรกัษาประสทิธภิาพและความเสถียรของระบบ สาํหรบัอุปกรณ์ NAS ทีrมชีอ่งใสห่น่วยความจาํมากกวา่หนึrงชอ่ง
กรุณาใชโ้มดลู QNAP ทีrมสีเปกเดียวกันและอ้างอิงคู่มอืผูใ้ชฮ้ารด์แวรเ์พืrอการติดตั{งโมดลูหน่วยความจาํ QNAP ทีrเขา้กันได้
คําเตือน: การใชโ้มดลูทีrไมไ่ด้รบัการรองรบัอาจทําใหป้ระสทิธภิาพลดลง เกิดขอ้ผดิพลาด หรอืระบบปฏิบตัิการไมส่ามารถเริrมทํางานได้ 
QNAP ขอสงวนสทิธิ~ในการเปลีrยนชิ{นสว่นหรอือุปกรณ์บางรายการหากของเดิมไมม่จีาํหน่ายจากผูผ้ลิต/ซพัพลายเออรอี์กต่อไป การเปลีrยนใด ๆ จะได้รบัการทดสอบและ
ตรวจสอบอยา่งเต็มทีrเพืrอใหเ้ป�นไปตามแนวทางความเขา้กันได้และความเสถียรทีrเขม้งวด และจะใหป้ระสทิธภิาพเหมอืนกับของเดิมทกุประการ
HDMI, HDMI High-Definition Multimedia Interface, HDMI trade dress และโลโก้ HDMI เป�นเครืrองหมายการค้าหรอืเครืrองหมายการค้าจดทะเบยีนของ
HDMI Licensing Administrator, Inc.
ภาพผลิตภัณฑ์ใชเ้พืrอการประกอบการอธบิายเท่านั{นและอาจแตกต่างจากสนิค้าจรงิ เนืrองจากความแตกต่างของหน้าจอ สขีองผลิตภัณฑ์อาจแตกต่างจากทีrแสดงบนเวบ็
ไซต์ 
การออกแบบและสเปกอาจมกีารเปลีrยนแปลงโดยไมต่้องแจง้ใหท้ราบล่วงหน้า


	TS-262-4G (ผลิตภัณฑ์รุ่นเก่า)

