
ขอ้มูลจาํเพาะของฮารด์แวร์

TS-432PXU-RP-2G

CPU AnnapurnaLabs Alpine AL324 64-bit ARM® Cortex-A57 4-core 1.7GHz processor

CPU Architecture 64-bit ARM

Encryption Engine ใช่

System Memory 2 GB UDIMM DDR4

Maximum Memory 16 GB (1 x 16 GB)

Memory Slot 1 x UDIMM DDR4

Drive Bay 4 x 3.5" SATA 6Gb/s, 3Gb/s

Drive Compatibility 3.5-inch bays:
3.5-inch SATA hard disk drives
2.5-inch SATA hard disk drives
2.5-inch SATA solid state drives

Hot-swappable ใช ่(Not supported M.2 SSD)

M.2 Slot Optional via a PCIe adapter

SSD Cache Acceleration
Support

ใช่

2.5 Gigabit Ethernet Port
(2.5G/1G/100M)

2 (2.5G/1G/100M/10M)

10 Gigabit Ethernet Port 2 x 10GbE SFP+

Wake on LAN (WOL) ใช่

Only the 2.5GbE port

Jumbo Frame ใช่

PCIe Slot 1
Slot 1: PCIe Gen 2 x2

PCIe bandwidth limitations will restrict the NAS 10GbE performance.
Card dimensions for PCIe slot：210 x 68.9x 18.76 mm / 8.27 x 2.71 x 0.74 inches.

USB 3.2 Gen 1 port 4

https://www.qnap.com/th-th


Form Factor 1U Rackmount

LED Indicators HDD 1-4, Status, LAN, Storage expansion

Buttons Power, Reset

Dimensions (HxWxD) 43.3 × 430 × 479 mm

Excludes ear hook and the protruding part of the Power Supply Unit.

Weight (Net) 9.08 kg

Weight (Gross) 11.03 kg

Operating Temperature 0 - 40 °C (32°F - 104°F)

Storage Temperature -20 - 70°C (-4°F - 158°F)

Relative Humidity 5-95% RH non-condensing, wet bulb: 27˚C (80.6˚F)

Power Supply Unit 250W (x2) PSU, 100 - 240V

Power Consumption:
Operating Mode, Typical

53.343 W

Tested with drives fully populated.

Fan 2 x 40mm, 12VDC

System Warning Buzzer

Standard Warranty 3 ป^

Max. Number of
Concurrent Connections
(CIFS) - with Max. Memory

700

หมายเหต:ุ กรุณาใชเ้ฉพาะโมดลูหน่วยความจาํ QNAP เพืkอรกัษาประสทิธภิาพและความเสถียรของระบบ สาํหรบัอุปกรณ์ NAS ทีkมชีอ่งใสห่น่วยความจาํมากกวา่หนึkงชอ่ง
กรุณาใชโ้มดลู QNAP ทีkมสีเปกเดียวกันและอ้างอิงคู่มอืผูใ้ชฮ้ารด์แวรเ์พืkอการติดตัxงโมดลูหน่วยความจาํ QNAP ทีkเขา้กันได้
คําเตือน: การใชโ้มดลูทีkไมไ่ด้รบัการรองรบัอาจทําใหป้ระสทิธภิาพลดลง เกิดขอ้ผดิพลาด หรอืระบบปฏิบตัิการไมส่ามารถเริkมทํางานได้ 
QNAP ขอสงวนสทิธิ{ในการเปลีkยนชิxนสว่นหรอือุปกรณ์บางรายการหากของเดิมไมม่จีาํหน่ายจากผูผ้ลิต/ซพัพลายเออรอี์กต่อไป การเปลีkยนใด ๆ จะได้รบัการทดสอบและ
ตรวจสอบอยา่งเต็มทีkเพืkอใหเ้ป�นไปตามแนวทางความเขา้กันได้และความเสถียรทีkเขม้งวด และจะใหป้ระสทิธภิาพเหมอืนกับของเดิมทกุประการ
HDMI, HDMI High-Definition Multimedia Interface, HDMI trade dress และโลโก้ HDMI เป�นเครืkองหมายการค้าหรอืเครืkองหมายการค้าจดทะเบยีนของ
HDMI Licensing Administrator, Inc.
ภาพผลิตภัณฑ์ใชเ้พืkอการประกอบการอธบิายเท่านัxนและอาจแตกต่างจากสนิค้าจรงิ เนืkองจากความแตกต่างของหน้าจอ สขีองผลิตภัณฑ์อาจแตกต่างจากทีkแสดงบนเวบ็
ไซต์ 
การออกแบบและสเปกอาจมกีารเปลีkยนแปลงโดยไมต่้องแจง้ใหท้ราบล่วงหน้า
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